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FT59E/A

Electronic Limit + Built-in Wireless Receiver + The Third Limit + Jogging & Tilt Function + Connect 
Single Key Rebound Mechanic Switch / 电子行程限位 + 内置无线接收器 + 第三行程点 + 点动调光功能 
+ 外接单键可反弹机械开关功能

552#
LIMIT SWITCH
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1027 4.75
1027 4.75

1027 4.75
1027 4.75
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FD25E-0.7/28 28FD25AE-0.7/28 28 7.6 0.059

AC 100-240V
       50HZ/60Hz

Ø25
E: DC Electronic Radio / 电子内置接收型

� � � �DC Motor + Electronic Limit +  + The Third Limit + Integrated�Radio�Control External Adapter
+ Jogging & Tilt Function + Resistance Protection Function 

直流电机 + 电子行程限位 + 内置接收功能 + 外置适配器 + 第三行程点 + 点动调光功能 + 遇阻保护功能

Ø25
AE: Built-In Adapter Electronic Radio /�内置适配器电子接收型

 DC Motor + Electronic Limit + Integrated Radio Control + Built-in Adapter + The Third Limit 
+  + Resistance Protection Function Jogging & Tilt Function

直流电机 + 电子行程限位 + 内置接收功能 + 内置适配器 + 第三行程点 + 点动调光功能 ＋ 遇阻保护功能 

FD25AE-1.1/30 30 11.4 0.131.1 FD25E-1.1/30 30 8.75 0.681.1

Switch Power Supply Adaptor / 开关电源适配器
Input�/�输⼊: 100-240V�AC�0.5A�50/60Hz

Output�/�输出:�12.0V/1.5A
For 1.1N.m - 2N.m�Motor�/�适⽤于1.1N.m - 2N.m电机

Switch Power Supply Adaptor / 开关电源适配器
Input�/�输⼊: 100-240V�AC�0.5A�50/60Hz

Output�/�输出:�12.6V/1.0A
Using with FD25E�Motor,For 0.7N.m Motor

与FD25E型电机配合使⽤时，适⽤于0.7N.m电机

FD25AE-1.5/32 32 0.131.5 FD25E-1.5/32 32 0.91.5 12.313

5

5
5

5

5
5

7.6

FD25AE -2/35 35 18 0.152 FD25E -2/35 35 14.8 1.225 5
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FD25BE-0.7/28 28FD25CE-0.7/28 28

Apply To Battery Pole,  Adaptor,Solar 

Rechargeable Board

Ø25
BE: Built-in Battery Electronic Radio /�内置锂电池电子接收型

� � � �DC Motor + Electronic Limit + Integrated Radio Control + Built-in Lithium Battery � �
+ Low-Power Consumption + The Third Limit + Jogging & Tilt Function + Resistance Protection Function

直流电机 + 电子行程限位 + 内置接收功能 + 内置锂电池 + 低功耗 + 第三行程点 + 点动调光功能 + 遇阻保护功能

Ø25
CE: DC Lower Power Consumption Electronic Radio / 低功耗电子内置接收型�

 DC Motor + Electronic Limit + Integrated Radio Control + Low-Power Consumption 
+ The Third Limit + Jogging & Tilt Function + Resistance Protection Function

直流电机 + 电子行程限位 + 内置接收功能 + 低功耗 + 第三行程点 + 点动调光功能 + 遇阻保护功能

FD25CE-1.1/30 30 7.4 0.631.1 FD25BE-1.1/30 30 7.2 0.611.1

Switch Power Supply Adaptor / 开关电源适配器
Input�/�输⼊: 100-240V�AC�0.5A�50/60Hz

Output�/�输出:�12.6V/1.0A

Switch Power Supply Adaptor / 开关电源适配器
Input�/�输⼊: 100-240V�AC�0.5A�50/60Hz

Output�/�输出:�12.6V/1.0A
Using With FD25CE�Motor,For 0.7N.m Motor�
与FD25CE型电机配合使⽤时，适⽤于0.7N.m电机

Switch Power Supply Adaptor / 开关电源适配器
Input�/�输⼊: 100-240V�AC�0.5A�50/60Hz

Output�/�输出:�12.0V/1.5A
For 1.1N.m And1.5N.m Motor�
适⽤于1.1N.m和1.5N.m 电机

FD25BE-1.5/32 321.5FD25CE-1.5/32 32 11.2 0.91.5

5.2 0.42

11.2 0.9

0.485.8 5

5
5

5

5
5

晴天2天可充满

Can be fully charged in two
days on sunny day

12V�Solar Rechargeable Board/12V太阳能充电板
晴天2天可充满

Can be fully charged in two days on sunny day

Charging Voltage�/�充电电压:5V/2A

Output Voltage�/�输出电压:12V

Rechargeable Lithium Battery Pole�/�可充电锂电池棒

FD25BE -2/35 35 14.4 1.22FD25CE -2/35 35 14.4 1.22

Charging Interface�/�充电接口:Micro USB�

5V�Solar Rechargeable Board/5V太阳能充电板

Using With FD25BE�Motor,For 0.7N.m - 2N.m Motor�
与FD25BE型电机配合使⽤时，适⽤于0.7N.m -2N.m电机

方案1：适配器供电

适配器根据实际扭矩选择型号

方案2：电池棒供电

方案3：电池棒+太阳能板供电

5

5 olar Rechargeable Board

AG82

5 5

Comes With a USB Type-A To Micro USB Cable

附赠一条USB Type-A 转Micro USB数据线

Plan1:Adaptor Power Supply 

The Adaptor Selects The Model According To The Actual Torque

Plan2:Battery Pole Power Supply 

Plan3:Battery Pole Plus Solar Rechargeable Board Power Supply 

方案1：适配器充电

Plan1:Adaptor Charging

方案2：太阳能板充电
Plan2:Solar Rechargeable Board Charging 



-73- -74-

Ø35
BE: Built-in Battery Electronic Radio /�内置锂电池电子接收型

� � � �DC Motor + Electronic Limit + Integrated Radio Control + Built-in Lithium Battery � �
+ Low-Power Consumption + The Third Limit + Jogging & Tilt Function

直流电机 + 电子行程限位 + 内置接收功能 + 内置锂电池 + 低功耗 + 第三行程点 + 点动调光功能

Switch Power Supply Adaptor / 开关电源适配器
Input�/�输⼊: 100-240V�AC�0.5A�50/60Hz

Output�/�输出:�12.6V/1.0A

12V�Solar Rechargeable Board/12V太阳能充电板

FD35BE  

AG52

FD35BE -10/9 9 24 2.210 35 5 614/601

FD35BE Range - Built-in Battery Electronic Radio Type

锂电池
Lithium Battery

325

晴天2天可充满

Can be fully charged in two
days on sunny day

晴天2天可充满

Can be fully charged in two days on sunny day

Ø35
CE: DC Lower Power Consumption Electronic Radio / 低功耗电子内置接收型�

 DC Motor + Electronic Limit + Integrated Radio Control + Low-Power Consumption 
+ The Third Limit + Jogging & Tilt Function

直流电机 + 电子行程限位 + 内置接收功能 + 低功耗 + 第三行程点 + 点动调光功能

Switch Power Supply Adaptor / 开关电源适配器
Input�/�输⼊: 100-240V�AC�1.5A�50/60Hz

Output�/�输出:�12.0V       3.0A  36.0W

FD35CE  

AG80

FD35CE Range - Lower Power Consumption Electronic Radio Type

FD35CE -10/9 9 24 2.210 35 5 414/401

325
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AG37A-06
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AG37-06A

AG37A-01

AG37A-01-01 AG37-01-03

AG37-01-02

AG37A-01-01
AG37-01-03
AG37-01-02
AG37-11

AG37A-01-01
AG37-01-03
AG37-01-02
AG37-11

The engrafting overview of A  track#

A轨嫁接外观

A  Track
A  轨道#

#

A TRACK #

A  轨道#

CELLING BRACKET
顶装轨道支架

RUNNER
吊轮

RUBBER BELT
橡胶皮带

END HOOK
未端窗帘吊钩

 
TRANSFER BOX
传动箱

CURTAIN MOTOR
开合帘电机

 AG37A-08  AG37A-05

� �
 AG37--01-03

 AG37-06

侧装支架

AG37A-15 AG37A-07
 AG37-01-01

 AG37-01-02

TRACK JOINT
BRACKET
轨道拼接支架

WALL BRACKET

CARRIER
吊钩

 AG37-11

A TRACK
轨道

#

使用方便，运行平稳

安全舒适，牢固耐用

轨道系统特点

Curtain Motor
Track

电动窗帘Motorized

Curtain Track   
                  System电动窗帘功能说明

Curtain Motor  |  开合帘电机

END CAP
传动箱盖板

MASTER CARRIER
吊臂

 AG37A-09

AG37A-14

CARRIER
吊钩

AG37-11

AG37-15
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AG37-01
AG37-01-01 AG37-01-03

AG37-01-02

AG37-01-01
AG37-01-03
AG37-01-02
AG37-11

AG37-01-01
AG37-01-03
AG37-01-02
AG37-11

AG37-11

AG37-09-02

AG37-09-01

皮带固定扣组合

RUBBER BELT FASTENING 
BUTTON ASSEMBLY

AG37-09-01
AG37-01-02

AG37-09-01
AG37-09-02

The engrafting overview of S  track#

S轨嫁接外观

S  Track
S  轨道#

#
TRACK JOINT
BRACKET
轨道拼接支架

S TRACK #

S  轨道#顶装轨道支架

RUNNER
吊轮

MASTER CARRIER
吊臂

RUBBER BELT
橡胶皮带

END HOOK
未端窗帘吊钩

CURTAIN MOTOR
开合帘电机

 AG37-08  AG37-05

� �

 AG37-06
 AG37-09-01

 AG37-07
 AG37-01-01

 AG37-01-02

CARRIER
吊钩

 AG37-11

TRANSFER BOX
传动箱

 AG37-01-03

Curtain Motor  |  开合帘电机

使用方便，运行平稳

安全舒适，牢固耐用

轨道系统特点

Curtain Motor
Track

电动窗帘Motorized

Curtain Track   
                  System电动窗帘功能说明

S TRACK
轨道

#

END CAP
传动箱盖板

BELT FASTENING BUTTON
皮带固定扣

 AG37-09-02

CELLING BRACKET

AG37-14

CARRIER
吊钩

AG37-11
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